UDJ Load cell ubDJ
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Platform scale, compression testing situations g

TE C H N ICAL PARAM ETE Rl 4Wires:Exc+(éI,Red);Exc—l{%.Black};Sig+{?§,ereen};Sig—(I':'I,White)

I Rated capacities(Emax) 50,75,100,150,200,250,300,500,635,750,800kg; 1t i & #MESEEl Temperature range, compensated -10C~+40C

R Sensitivity 2.0+0.2mVIV T{EiRETEE Temperature range, operating -20TC~+50C

5S4 Accuracy class OIMLC3 L2433 # Maximum safe overload 150%Emax

35 (3048h)Creep error (30min) + 166ppm PRI E Uttimate overload 300%Emax

E 51l Zero balance + 3%Emax MR8 £ Excitation,recommended 10vDC

FLIREEM TC ZERO +17.5ppm/°C AR E Excitation,maximum 15V DC

iR E# W TC SPAN +20C~+40TC, +17.5ppm/°C BAE 240 Protection class IP65

-10C~+207, + 11.67ppm/C #F Construction /5 EAluminium

IAPET Input resistance 404+150Q M 4iCable Length:1.8m

i PR3 Output resistance 350+30 Diameter: ¢ 5mm
_#pég e PBA Insulation resistance =2000MQ (50V DC) 37 % % 1156 Installation torque,recommended 25N - m

HEFFE L IE & Max. platform size 600 X 800mm




